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Performance Of Gear Box 

Reduction ratio 1/7.75
Rated Torque(N.m) 4
Max.Permissible load 
in a short time(N.m) 12

Gear box Efficiency 95%

STORAGE AMBIENT     存储环境 Ambient temperature:-30...+70�$�C,humidity Max.85%(No condensation)
OPERATION AMBIENT   使用环境 Ambient temperature:-20...+50�$�C,humidity Max.85%(No condensation)
WEIGHT              重量  380�#�3g

Reduction Ratio     减速比  7.75:1

INSULATION RESIST   绝缘电阻  100MOhm @500VDC

DIELECTRIC STRENG   介电强度  600VAC 1SEC.2mA

INSULATION CLASS    绝缘等级  B 130�$�C

TORQUE CONSTANT     转矩常数  1.22 N.m/Arms

BACK EMF CONSTANT   反电势常数 9.45 Vrms/kRPM

PEAK CURRENT        峰值电流  23

PEAK TORQUE         峰值转矩  17N.m

RATED CURRENT       额定电流  7±10%Apk

RATED SPEED         额定转速  275

RATED TORQUE        额定转矩  6N.m

NO LOAD CURRENT     空载电流  0.5 Arms

NO LOAD SPEED       空载转速  315�#�10% RPM

NOMINAL VOLTAGE     额定电压  36 VDC

LINE TO LINE INDUCTANCE 线电感  0.45�#�20% mH@1kHz

LINE TO LINE RESISTANCE 线电阻  0.52�#�5% ohms@20�$�C

NUMBER OF POLES     极数  28

NUMBER OF PHASE     绕组相数  3

SHAFT  AXIAL PLAY   轴向间隙  \

SHAFT RADIAL PLAY   径向间隙  \

RADIAL-FORCE        径向压力  Fr= \

DISTANCE            距离  a=\

AXIAL-FORCE         轴向压力  Fa= \

PERMISSIBLE RADIAL+AXIAL FORCE
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Specifications

PN号 名称 数量单位 备注
1.1.06.EB673-516 镶嵌内齿圈机壳 1 FL67BLW12-24V-5N.m-IP67 

1.2.04.670601 轴承 3

1.1.02.EB671-501 下行星架 1

1.1.10.SF67-500 行星轴 3

1.2.06.GK67-500 石墨尼龙垫片 6

1.2.04.000245 滚针轴承 3

1.1.30.GR-1541 行星齿 3

1.1.02.EB671-502 上行星架 1 FL67BLW12-24V-5N.m

1.2.04.694000 轴承 1

2.3.02.RT67-505 转子 1 FL67BLW12-24V-5N.m

2.2.02.ST67-503 定子 1 FL67BLW12-24V-5N.m

1.2.04.670101 轴承 1

1.1.31.QT-904 支架 1 FL67BLW12-24V-5N.m

1.1.06.EB673-502 罩壳 1

1.1.11.MG80-S003 编码器磁钢 1 FL80SV54-48V-27280

1.2.16.000895 驱动板 1

1.2.05.000202 内六角螺钉 3 M3*8 黑

1.3.04.PL674-503 导热垫 1

1.2.05.QT-170 十字槽盘头螺钉 4 M2*4（-0.4~+0.1）黑（FL28STH
32-0674A-EN）

1.2.05.QT-647十字槽盘头螺钉 GB818-853 M3*16(-0.5~0)黑

1.1.31.PL674-504 压线板 1 FL67BLW12-24V-5N.m

1.2.05.020051 十字槽盘头螺钉 4 M2*5黑(防渗漏IP65)

1.3.01.200014 导热硅胶 0.200 g K-5202 导热硅胶

1.2.06.000361 孔用挡圈 1 FL67BLW12-24V-5N.m

1.3.01.000427 润滑油脂 0.003 kg

1.1.22.QT-358 环保泡沫盒二 0.222 FL60BLB12.5-24V-4500

1.1.20.086001 86纸箱 0.056 个 380*287*142(0.395KG)
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